NORTHWEST

AGRIFAN

AGRICULTURAL CEILING FAN

Specifications: Model 190A-7

BLADE SWEEP
AIR DELIVERY
AREA COVERAGE
RPM

MOTOR
CAPACITOR
BEARINGS

AMPS

VOLTS

WATTS

WIRING
SHIPPING WEIGHT
CONSTRUCTION

FINISH
DOWNROD
MAINTENANCE

60 inches

43,500 CFM

2400 sq. ft.

330

Heavy-duty PSC, resistance protection, thermo protected

9.5 MF extra-heavy-duty, non-polar, weatherproof, encapsulated
Sealed, chrome steel, heat resistant

.71

120V

86 watts

16" cord with built-in strain relief, molded, moistureproof 3 prong plug
24 Ibs.

Cast iron yoke and motor housing

Aluminum, aerodynamically curved blades

Triple neoprene sealed

Sprayproof, dustproof, heat and corrosion resistant

Electrostatic epoxy, corrosion resistant
10" standard, 1" diameter (3/4" inside diameter), neoprene sealed

Enclosed motor, sealed bearings, dustproof, corrosion resistant

Northwest AGRIFANS are ceiling fans that add vertical air flow and air circulation to the
horizontal pattern of intake and exhaust from your existing ventilating system. In winter
AGRIFANS function to destratify and re-use heat, equalize temperatures and reduce
condensation. In summer they cool at floor level by breaking up the heat halo between
birds, and eliminating stagnant "dead air" pockets. In all seasons AGRIFANS dilute and
disperse fumes from litter and reduce moisture in litter and on building surfaces.




